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RF CONNECTOR
CONNECTOR: SMA FEMALE

OPTICAL CONNECTOR
CONNECTOR TYPE:  FC-DRY
MANUF:  Green, Tweed and Co.
(215) 256-9521

ELECTRICAL CONNECTOR
SEE TABLE 1

ALUMINUM ALLOY

WHITE POWDER COAT

.25

OUTLINE
FIBER OPTIC ENCLOSURE

WEATHERPROOF

154043 A
1 1

TABLE 1
ELECTRICAL CONNECTION
CONNECTOR TYPE:  MS3112-E10-6P

TRANSMITTER
PIN DESCRIPTION
A +9 TO +18 VDC, 2A MAXIMUM
B COMMON ( CHASSIS )
C NOT CONNECTED

OPTICAL POWER MONITOR
NORMAL RANGE -2.5 TO -1.5V

0V INDICATES NO LASER EMISSION
LASER TEMPERATURE

NORMAL RANGE -0.5V TO +0.5V
<-0.5V INDICATES HIGH LASER TEMP

F NOT CONNECTED

RECEIVER
PIN DESCRIPTION

A +9 TO +18 VDC, 1A MAXIMUM
B COMMON ( CHASSIS )
C NOT CONNECTED
D NOT CONNECTED
E NOT CONNECTED

OPTICAL CARRIER DETECT
0 VOLTS INDICATED NO OPTICAL CARRIER
( VOLTAGE INCREASES APPROXIMATELY 
1.3V/mW WITH DETECTED OPTICAL POWER )
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